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r— CONNECTOR KIT W/FUSEHOLDER & INSULATING BOOTS
FUSED PHASE WIRE ONLY.

No. 10 AWG WIRE

INSULATING LINK

MULTIPLE COMPRESSION FITTINGS

—GROUND LUG

| SPLICE GROUND WIRE AND PIGTAIL SAME SIZE
EXTENSION TO POLE GROUNDING LUG

1—-1 1/4” UNIDUCT W/3— 1/C No. 2 AWG
1—- 1/C No. 4 AWG GREEN

LEAVE 50" CABLE COILED
AT BASE OF POLE FOR
COM, ED. TC CONNECT.
(TYP.) SEE PLANS.

240/480 VOLT, SINGLE PHASE 60 HERTZ,
SERVICE 2 1/2” RSC IN TRENCH WITH
3—-1/C-3/0 600V SERVICE WIRE.

SERVICE CONNECTION

ORIENTED 90* APART.

TWIN ARMS WHEN REFERENCED

S

RE I Y sEGHoN | CounTY l iy b4
c-12| e-oom2-00-T_[cook | o [ 4
S N/A W N/A
FED. RO, DIST. NO. | wnos lmm- HD-8003 (734)

CONTRACT 483886

‘ %?2'_—00" Mast Arms

1/2" DIAM. x 3-0" RACEWAYS — PVC

POLE HANDHOLE WIRING DIAGRAM
NOTE: ALLOW 2'—6" LOOP OF CABLES TO INSURE

" SUFFICIENT SLACK FOR WITHDRAWAL OF THE

CONNECTORS OUTSIDE OF THE POLE HANDHOLES.

ASPHALT PAVEMENT DETAIL

N.T.S.

2" ASPHALT SURFACE COURSE

6" ASPHALT BINDER COURSE
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(See Plans)

\\_, TAPERED ALUMINUM POLE
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250 WATT

35'—0" Mounting Height

ALUMINUM COVER

ﬂ:_wnﬁ TYPICAL POLE INSTALLATION

Bolt Circle

/—~SOUTH EDGE PAVEMENT STEGER ROAD

_LCENTERLINE STEGER ROAD

NEW ASPHALT
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CONTROLLER ACCESS DETAIL -

4" TOPSOIL WITH SEEDING

COMPACTED EARTH BACKFILL

COMPACTED BACKFILL

1 1/4” CABLE DUCT WITH 3—#2 WIRES,
1—#4 GREEN
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4-3/4” ANCHOR BOLTS
=11 3/4” LONG WITH 2" HOOK AT BOTTOM N
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4" SAND BASE

Hot—Mix Asphalt Mixture Requirements

MIXTURE TYPE

HOT—MIX ASPHALT SURFACE COURSE, MIX "D", N70

HOT—MIX ASPHALT BINDER COURSE, 1.—18.0, N70

SCALE: 1"= 10
AC TYPE AR VOIDS Joseph A. Schudt & Associates
i 19350 S. HARLEM AVENUE FRANKFORT, IL 60423
PG 64-22 4% @ 70Gyr. PHONE: 708-720-1000  FAX: 708--720-1065
e—mall: jas@jaseng.com http: //www. joseng.com
PG 6422 4% @ 7OGyr' CIVIL ENGINEERING LAND SURVEYING ENVIRONMENTAL LAND PLANNING GRS SERVICES

The Unit Weight used to calculote all Hot—Mix Surface Mixture quantities is 112 Ibs/sq yd/in.
When RAP exceeds 20%, the new asphalt binder in the mix shail be PG 58-22.
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